
Window & Glass
Installation Robot

Geko PV

Geko MV

Geko + MRT4

Complies With Manual Handling Regulations

Allows Interior Installation Reducing Crane Time

Shortens Installation Time  ●  Labour Saving

● Capacity 250kg
● Working height 2.5m
● Extendable frame accommodates a wide variety 
 of composite windows and glass shapes
● 300mm and 500mm extensions available for deep 
 interior mullions
● Total width 672mm, fi ts through standard doorway
● Hydraulic lifting and tilting powered by 12v battery pack
● 20˚ powered forwards tilt head movement
● 30˚ powered backwards tilt head movement
● 500mm powered vertical head movement 
● 100mm lateral head movement
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Geko PV (Powered Vacuum) incorporates a dual circuit battery-powered vacuum system for 
safety, speed and convenience. Pad spread and depth can be extended as necessary. The ideal 
machine for composite/unitised windows. Geko + MRT4 offers 2-in-1 versatility. The dual circuit 
MRT4 vacuum lifter provides one touch suction and release when used with the Geko. The 
MRT4 can also be easily detached to be used as a stand-alone below-the-hook lifter with 320kg 
capacity. Geko MV (Manual Vacuum) is equipped with manually operated 3-pad suction cups.

Geko PV Geko + MRT4 Geko MV

Max capacity 250kg 250kg 250kg

Max weight 445kg 467kg 410kg

Min outside wheel width 672mm 672mm 672mm

Max outside wheel width 877mm 877mm 877mm

Travelling length 1775mm 1775mm 1775mm

Max height 2720mm 2720mm 2720mm

Travelling height 1265mm 1265mm 1265mm

Tyre pressure - front 4.5 bar 4.5 bar 4.5 bar

Tyre pressure - rear 7.5 bar 7.5 bar 7.5 bar

Battery 12v DC 12v DC 12v DC

Battery charger 110v/240v 110v/240v 110v/240v

Battery recharge time Approx 8 hours Approx 8 hours Approx 8 hours

The front system can 
be moved laterally 
50mm either way 
using the shifting arm.

Simple wheel 
fi tting enables the
back wheels to be 
quickly and easily
fi tted as required.

Battery indicator shows battery charge 
level. With normal use, a fully recharged 
battery lasts approximately 1 week.

Precise control unit 
with powerful hydraulic 
system.

Effective brake. Master switch for
machine power.

The front system can be tilted 20 degrees forwards and 
30 degrees backwards.
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